PROJECTED BACK LINE 1.00' LENGTH OF STANDARD
OF MOUNTABLE CURB CURB AND GUTTER

NO EXPANSION JOINTS ALLOWED
IN THIS SECTION

1.50'—»‘«4%«—1.50'

/ MOUNTABLE

CURB AND
/ \ i/

GUTTER (TYP)

S

3" 1.D. WEEPHOLE \%
CONTRACTION JOINT RADIUS SAME AS MOUNTABLE
AT CENTERLINE CURB AND GUTTER
OF WEEPHOLE

VAULT DRAIN WEEPHOLE FRONT VIEW

PROJECTED BACK LINE 5.00' LENGTH OF MODIFIED
OF MOUNTABLE CURB CURB AND GUTTER

NO EXPANSION JOINTS ALLOWED

B IN THIS SECTION T
1.50' i y i 1.50'
7
(LTI MOUNTABLE
|.:.:.:.:.:.:.:.:.:.:.:.:.:.:.:.:.:.:.:.:.:.:.:.:.:.:.:| | | | CURB AND
\ GUTTER (TYP)
AT TTTTATTTTT]
GUTTER AND CURB INLET CATCH 6"
BASIN (CG-2) PER CWS STANDARDS RADIUS SAME AS MOUNTABLE

INLET CATCH BASIN AT CENTER CURB AND GUTTER

OF 5.00' LENGTH OF MODIFIED
CURB AND GUTTER

INLET CATCH BASIN FRONT VIEW

NOTES:

1. For use when preapproved by City Engineer.

This drainage weephole to be used only with gravity vault drains.

Concrete to have compressive strength of 4,000 psi at 28 days.

Drainage weephole shall be 3-inch diameter I.D. plastic pipe with coupling and beveled
outlet end to match face of curb.

5. Modified standard curb and gutter to be same as standard curb and gutter except for gutter

Hon

width shown.
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